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Self-aligning ball

bearings

Naklapacie gulockové loziska
Naklapéci kulickova loziska
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Bearinvg dc.asigllation Blrrsions Bacic lond Rating Limitin_g S?eed for Correspondind
Oznacenie loZiska Lubricating by Weight adapter sleve
92naéenl loziska Rozmery Z Akl inosnost D{Itfdzr;é frekvencia. Prisluéné

with Hh tapered otacania pre mazanie inifacic

cylindrical V: (':.12) R v Zakladni ¢ Mezni frekvence otaceni p,
bore A il et pro mazani Hmotnost’ puzdro
s valcovou | s kuZelovou Dynamic Static Grease Oil Pfislugné
dierou dierou (1:12) rs | Dynamicka | Statickd | Tukom Olejom x :
svilcovou | skuzlovou | @ [ © | B | min | Dynamicka | Staticks Shi Sict Hmotnost Hpact
dirou dirou (1:12) c, (e uien) etk pouzdro
mm kN } min”’ kg

1202 15135 11 06 7,41 1,74 21000 25000 0,049

1203 17 | 40 12 06 7,93 2,03 17 000 20 000 0,073

1204 1204K 20 47 |14 1 9,95 2,66 14 000 17 000 0,120 H204

1205 1205K 2505251 15 | 12,1 3,35 12 600 15 000 0,141 H205

1206 1206K 30| 62|16 | 1 15,6 4,73 11 000 13 000 0,220 H206

1207 1207K 35 T2 1T [ 1.1 15,9 511 9400 11 000 0,323 H207

1208 1208K 40 80 18 1,1 19 6,56 7900 9400 0,417 H208

1209 1209K 45 | 85| 19|11 21,1 7,36 7 500 8 900 0,465 H209

1210 1210K 50|90 | 20|11 22,9 8,1 7 100 8 400 0,525 H210

1211 1211K 55 |1100| 21 { 1,5 26,5 10 6 300 7 500 0,705 H211

1212 1212K 60 | 110| 22 | 1,5 30,2 11,7 5600 6 700 0,900 H212

1304 1304K 2088524 50 14,3 4 12000 15000 0,16

1305 1305K 25 | 62 | 17 | 1.1 19 54 9500 12000 0,26 i H305

1306 1306K SORIS7Z281 955 21,2 6,31 9400 11 000 0,387 | H306

1307 1307K 35 (80K 21 1 ELS 26,5 8,5 7 500 9 000 0,51 H307

1308 1308K 40 | 90 23 1,5 29,6 9,81 7100 8 400 0,715 H308

1309 1309K 45 100 25 1,5 ST 12,8 6 300 7 500 0,957 H309

1310 1310K 50 | 110| 27 | 2 43,6 14,1 5600 6 700 | 1,210 H310
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f-aligning ball bearings
laklapacie gulockové loziska

aklapéci kulickova loZiska
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Bearing designation 2 3 : : Limiting Speed for Correspo
Oznacenie loziska Dimensions Eaclc EotRating Lubricating by Weight adapter slew=
C.)znacem loziska Rozmery Zakladia Gnosnost Me-dZI.'Ié frekvencia' Prisluéné
with Sh tapsred otadania pre mazanie upinacll
cylindrical “:ore ('1).12) R o Zakladni 0 t Mezni frekvence otaceni p,
bore ; oEmery Ao pro mazani Hmotnost’ puzdro
s valcovou | s kuzelovou Dynamic Static Grease Qil PFislusnée
dierou dierou (1:12) rs | Dynamicka | Staticka Tukom Olejom . -
svilcovou | skuttovou | ¢ | ° | ® | min | Dynamicka | Staticka Tukem | oteiem | Hmotnost i
dirou dirou (1:12) c, c. ] pouzdro
mm kN = min” kg
2202 15| 35 14 06 7,61 1,81 21 000 25 000 0,060
2203 17 40 16 0 6 10,6 2,55 i 000 20 000 0,088
2204 20 47 18 1 16,8 4,15 14000 17000 0,14
2205 2205K 25 52 18 1 12,4 3,48 12 600 15 000 0,163 H305
2206 2206K 30 62 20 1 1513 4,55 1 1 OOO 13 000 0,260 H306
2207 2207K 35 72 23 1,1 21,6 6,68 9400 11 000 0,403 H307
2208 2208K 40 80 23 1 1 31,9 10 7500 9000 0,51 H308
2209 2209K 45 85 23 1, 1 32,5 10 ,6 7000 8500 0,55 H30S
2210 2210K 50 90 23 1,1 23,4 8 41 7 ‘100 8 400 0 590 H31O
2302 15 42 17 1 11,9 2,9 15000 18000 0,11
2303 | 17 47 19 1 14,6 3,55 13000 16000 0,16
2304 20 52 21 1 1 18,2 4,75 1 1000 14000 0,21
o | [l eyl Sl | :
2305 2305K 25 62 24 1 1 24 2 6,56 10 000 12 OOO O 335 H23032 4
2306 2306K 30 72 27 1 1 31,2 8,74 8 400 10 000 0 500 H23086
- - - L — 1 —— H
2307 2307K 35 80 31 1, 5 39,7 11,2 7000 8500 0,68 H2307
2308 2308K 40 90 33 1 5 449 13,3 6 700 7 900 0,925 HZSOE
2309 2309K 45 100 36 1,5 54 16,5 6 000 7100 1,230 } H2309
2310 231 OK 50 \ 11 0 40 2 _ 63,7 20 5300 6300 1,65 ; H231 O




CERTIFICATE

This is to certify that all the below listed referencies of eu-roll branded bearings and
bearing units are manufactured in strict conformity with ISO 9002 (1994) quality
standards by authorized and ISO 9002 (1994) certified manufacturers

6000 - 6009 in all the executions
6200 - 6209 in all the executions
6300 - 6309 in all the executions
607 - 609
623 - 629

thrust ball bearings
pillow block bearings
pillow blocks
bearing housings

needle roller bearings
tapered roller bearings
spherical roller bearings
spherical plain bearings

water pump bearings

This is to certify that all the below listed referencies of ball bearigns are manufactured
in strict conformity with ISO 9001 (1994) quality standards by authorized
and ISO 9001 (1994) certified manufactured
6010 - 6016 in all the executions
6210 - 6220 in all the executions
6310 - 6318 in all the executions

double row ball bearings
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David VALETTE
FEurasian certification bureau




